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appears to the user that the time does not match. The user
may enter in the correct time and this time for both the
remote interface and the reusable portions. However, where
the time stamp matches, the second reusable portion may
rely on the IOB information and therefore, the JOB calcu-
lations may be continuous, even while changing from a first
reusable portion to a second reusable portion. In instances
where the time stamps do not match, in some embodiments,
the IOB information may be deleted, and the calculations
begin at 0 from the new set time, and the user is informed
of same using the remote interface.

[0513] The remote interface may be used to communicate
with at least one device. In some embodiments, the remote
interface may be used to communicate with a variety of
devices. This may be desirable for many reasons, including,
but not limited to, user familiarity Using a single remote
interface, the software platforms of which may be designed,
and in many embodiments are designed, to be similar in
nature, such that a single user may master a variety of
software/applications for a variety of devices without sig-
nificant learning time. Additionally, the remote interface
may, while either connected by way of a USB to a personal
computer and/or while connected to web portal, may down-
load all software updates for all of the device in which it may
be communicating with, and then, may transfer these
updates to the devices themselves. This may be beneficial
for many reasons, including, but not limited to, maintaining
the devices in a streamline process and for updating the
devices in an efficient manner.

[0514] Additionally, using various software applications
which may, in some embodiments, be loaded onto the
personal computer and/or accessed through a web portal, a
user may configure the various profiles and or review
various data regarding the devices in one location. Changes
made to the information and or to the profiles may be
downloaded onto the remote interface. Any relevant changes
are then wirelessly communicated to the device(s). In some
embodiments, the devices themselves may receive informa-
tion by way of a USB connection to a personal computer.

[0515] Insome embodiments, the remote interface may be
used to capture images that aid in the control of the devices.
For example, in some embodiments, the user may be
instructed to take a picture, using the camera on the remote
interface, of a filled syringe, such that the remote interface
(and user interface) may either verify user entered informa-
tion regarding the volume of fluid in the filled syringe and/or
determine the volume of fluid in the filled syringe. This may
be beneficial for many reasons, including, but not limited to,
including approximately the correct volume of fluid that is
loaded into a reservoir, in some embodiments, may lead to
greater safety for the user. In some embodiments, the
infusion pump determines the volume of fluid remaining in
the reservoir and alarms the user when the volume is less
than a particular, and in some embodiments, pre-pro-
grammed, volume. In these embodiments, the user may
change the reservoir (i.e., replace with a filled reservoir)
before the volume is completely depleted. Thus, this pre-
vents the user from having an event where they have no
medication. Thus, where an incorrect volume of fluid is
entered, by the user, as having been transferred to the
reservoir, the calculation of the volume of fluid in the
reservoir may be inaccurate. This may not be desired for
many reasons, including, but not limited to, where the
volume of fluid transferred to the reservoir is miscalculated
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to a higher number, then the reservoir may be depleted faster
than calculated and therefore, the user may have no medi-
cation in an unpredictable manner. However, where the
volume of fluid transferred to the reservoir is miscalculated
to a lower number, then the reservoir may be depleted slower
than calculated and therefore, the user may replace the
reservoir prematurely and thus, discard un-used fluid.
[0516] In some embodiments, a camera may be used as
described above, but the camera may be part of a peripheral
device to the remote interface. In some embodiments, the
peripheral device may transfer the image to the remote
interface and the remote interface may process the image in
a similar manner as if it were provided by the remote
interface’s camera.

[0517] While the principles of the invention have been
described herein, it is to be understood by those skilled in the
art that this description is made only by way of example and
not as a limitation as to the scope of the invention. Other
embodiments are contemplated within the scope of the
present invention in addition to the exemplary embodiments
shown and described herein. Modifications and substitutions
by one of ordinary skill in the art are considered to be within
the scope of the present invention.

What is claimed is:

1. A medical device system comprising:

a first medical device;

a second medical device;

a remote interface comprising a touch screen, the remote
interface in wireless communication with the first
medical device and the second medical device, the
remote interface configured to provide a user interface
to the first medical device and the second medical
device, wherein the remote interface configured to
receive user input through a touch screen; and

a charging device configured to receive at least the first
medical device and the remote interface, wherein the
charging device configured to recharge a first medical
device battery, and wherein the charging device con-
figured to recharge an interface battery in the remote
interface, the charging device connected to a personal
computer wherein the personal computer provides
information to the remote interface.

2. The system of claim 1 wherein the first medical device

is an infusion pump.

3. The system of claim 2 wherein the first medical device
further comprising at least one disposable portion and at
least two reusable portions, each of the two reusable portions
configured to connect to the at least one disposable portion.

4. The system of claim 3 wherein the charging device
configured to receive at least one of the at least two reusable
portions of the first medical device.

5. The system of claim 1 wherein the second medical
device is a continuous glucose monitor system comprising at
least one transmitter wherein the at least one transmitter in
wireless communication with the remote interface.

6. The system of claim 1 further comprising a third
medical device in wireless communication with the remote
interface.

7. The system of claim 6 wherein the remote interface
configured to provide a user interface to the third medical
device.

8. The system of claim 7 wherein the third medical device
is at least one blood glucose meter.



